
CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Certified Mfg Treatment Make

Aerogreen Technologies, LLC AG

Treatment Model

AG600LE

Effluent Pump Mfg Model Flow rate Zoner Mfg Model

Hallmark P20 20 Krain 6000

Franklin E Series 20

Sta-rite D Series 20

Connector Mfg Model

Rain Bird SPX-Flex-100

Spiral Barb

Spray Head Model

Rain Bird 2045A Maxi Paw

SAM-LA

Nozzle Radius Max # in/hr

6 37-38 10-7 0.14-0.18

7 32-41 9-5 0.21-0.37

8 35-42 7-4 0.22-0.23

10 38-44 4-3 0.28-0.32

12 39-45 3-2 0.35-0.40

Low Angle Radius Max # in/hr

7 22-25 8-13 0.3-0.37

10 25-32 3-5 0.45-0.53

Certified Mfg Treatment Make

AquaKlear, Inc AK

AK500 AK1000

C C

F F

FF FF

AK600 AK1500

C C

F CA

AK750 F

C FF

F AK6

FF PT

AK800 B3C

C AK6S

CA 245C

F 245F

FF AK10

PT

Note:  Radius and in/hr are based on a pressure range of 25 to 60 psi.  Max # is calculated based on 20 gpm flow rate.

Treatment Model
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Effluent Pump Mfg Model Flow rate

Spray Head Model

Krain 11003

Nozzle Radius Max # in/hr

0.5 28-30 40-25 0.06-0.09

0.75 29-32 28-20 0.08-0.09

1 32-35 15-11 0.12-0.14

2 37-43 8-6 0.15-0.17

2.5 38-41 8-5 0.17-0.20

3 38-42 5-4 0.24-0.27

4 43-49 4-3 0.23-0.25

6 45-49 3-2 0.26-0.28

8 42-50 2 0.38-0.44

Low Angle Radius Max # in/hr

1 22-28 16-10 0.24-0.28

3 29-37 6-5 0.28-0.34

4 31-38 5-4 0.31-0.34

6 38-44 3-2 0.43-0.44

Drip Tubing Mfg

NetaFim

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

Schaefer 20LE05P4-2W115 NetaFim 25A47-XXX 300 ft

Certified Mfg

Aquired Wastewater Technologies, Inc Modad - I Cajun Aire

Modad - II

Econo-I

 500 - C1  800 - P  Advanced 500-S

 500 - C2  800 - S  Advanced 500-T

 500 - P  1000 - C1  Advanced 600-S

 500 - S  1000 - C2  Advanced 600-T

 600 - C1  1000 - P  Advanced 750-S

 600 - C2  1000 - S  Advanced 1000-T

 600 - P  1200 - C1  Advanced 750-T

 600 - S  1200 - C2  Advanced Poly 500

 750 - C1  1200 - P  Basic 500-S

 750 - C2  1200 - S  Basic 500-T

 750 - P  1500 - C1  Basic 750-S

 750 - S  1500 - C2  Basic 750-T

 800 - C1  1500 - P  Basic 1000-S

 800 - C2  1500 - S  Basic 1000-T

Treatment Make

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 30 to 70 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 20 gpm flow rate.
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Effluent Pump Mfg Model Flow rate

Sta-rite DOM05121 20

Franklin E series 20

Zoner Mfg Model

K Rain

Spray Head Model

Hunter PGP04CVR 

Nozzle Radius Max # in/hr

1.5 29-32 16-10 0.13-0.18

2.0 33-34 14-8 0.12-0.19

2.5 33-35 11-6 0.15-0.23

3.0 35-39 9-5 0.17-0.23

4.0 37-41 6-4 0.21-0.27

5.0 37-42 5-3 0.26-0.34

6.0 38-44 4-2 0.28-0.36

8.0 37-46 3-2 0.42-0.44

Rain Bird 5004

Nozzle Radius Max # in/hr

1.5 33-34 17-10 0.10-0.15

2.0 35-37 13-7 0.12-0.20

2.5 35-37 11-6 0.14-0.21

3.0 36-40 8-5 0.17-0.22

4.0 37-42 6-4 0.20-0.26

5.0 39-45 5-3 0.23-0.29

6.0 39-48 4-2 0.27-0.30

8.0 36-50 3-2 0.44-0.37

Low Angle Radius Max # in/hr

1.0 25-29 26-15 0.11-0.12

1.5 27-31 17-10 0.15-0.16

2.0 29-33 13-8 0.17-0.19

3.0 29-36 8-5 0.25

K Rain RPS75

Nozzle Radius Max # in/hr

0.75 29-31 28-20 0.08-0.10

1 30-32 22-15 0.01-0.12

1.5 32-34 16-11 0.11-0.15

2 34-38 12-9 0.13-0.15

3 36-40 10-6 0.15-0.17

4 36-42 7-5 0.19-0.20

6 38-47 4-3 0.28-0.26

8 45-51 3-2 0.29-0.30

Low Angle Radius Max # in/hr

1 22-28 16-10 0.24-0.25

3 29-37 6-5 0.34-0.27

4 31-38 5-4 0.34-0.31

6 38-44 3-2 0.43-0.43
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION

Certified Mfg

Delta Environmental Products, Inc Whitewater Ultra Clear ECOPOD Enviro-Aire

DF-40 UC-50 E50 EA50

DF-50 UC-60 E60 EA60

DF-60 UC-75 E75 EA75

DF-75 UC-90 E100 EA80CA

DF-100A UC-100A E150CA/FF/IMF

DF-150FF/CA UC-120

UC-150FF/CA

Effluent Pump Mfg Model Flow rate

Aermotor T series 12

Aermotor T series 20

Aermotor T series 22

Connector Mfg

Senninger Irrigation PMR-MF-EFF

Hunter Swing Arm SJ-506 SJ-512 SJ-7506 SJ-7512

SJ-706 SJ-712 SJ-506-R

Air Vent Mfg Model

GEOFLOW APVBK-1

Pressure Regulator Mfg Model

Senninger Irrigation PMR-60 MF

Zoner Mfg Model Unit

Krain 4000 Spray

Spray Head Model

Hunter I-20

Nozzle Radius Max # in/hr

3 34-38 6-10 .15-.19

Drip Tubing Mfg

Geoflow

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

WWSFA115V PreEngineered

Aermotor T-12 1/2 HP API Screen/Disc 210 feet

Aermotor T-20 1 HP API Screen/Disc 210 feet

Certified Mfg Treatment Make

DeSoto Concrete Products, Inc H-TWO-O

Model

The maximum number is based on 20 gpm flow and a pressure range of 25 to 75 depending on spray body and nozzle.

Treatment Make

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 30 to 60 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 20 gpm flow rate.
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION

25 Series 375 Series

T1 T1

T2 T2

275 Series S1

T1 S2

T2 25A1

S1 35A1

S2 275A1

35 Series 375A1

T1 2100A1

T2 3100A1

S1

S2

Effluent Pump Mfg Model Flow rate

Franklin E Series 20

Sta-rite D Series 20

Filter Mfg Model

Inside spray head

Zoner Mfg Model

Zoeller 4000

Connector Mfg Model

Rain Bird SPX-Flex-100

Spray Head Model

Rain Bird 5004

PLPC-SAM-NP

Nozzle Radius Max # in/hr

1.5 33-35 17-10 0.1

2.0 35-37 11-6 0.12

2.5 35-37 8-5 0.24

3.0 36-42 6-4 0.17

4.0 37-42 5-3 0.2

5.0 39-45 4-2 0.23

6.0 39-48 3-2 0.27

8.0 39-50 0.44

Low Angle Radius Max # in/hr

1.0 25-29 26-15 0.11

1.5 27-31 17-10 0.15

2.0 29-33 13-8 0.17

3.0 29-36 8-5 0.25

Color

Red

Nozzle Radius Max # in/hr

Q 23-25 16-27 1.08-1.5

T 23-25 11-20 0.78-1.08

H 23-25 8-13 0.52-0.74

F 23-25 4-7 0.26-0.36

Treatment Model
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Green

Nozzle Radius Max # in/hr

Q 29-30 11-19 0.94-1.44

T 29-30 8-14 0.72-1.11

H 29-30 5-9 0.49-0.77

F 29-30 2-4 0.24-0.37

Drip Tubing Mfg

Geoflow

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

Franklin FPSE Series API, Geoflow AP4E.75F 100

Franklin FPSE Series API, Geoflow AP4E1F 100

Pressure Compensation

Franklin FPSE Series API, Geoflow AP4E.75F 100

Franklin FPSE Series API, Geoflow AP4E1F 100

Certified Mfg

Ecological Tanks, Inc AquaSafe AquaAire

AS500 5+5 AA500 - C

AS500+3 AA500T - C

AS500L AA500-3230

AS500L - C AA500-35NR

AS500L - EZ AA600 - C

AS500 - F, C AA750 - C

AS600 - F, C AA750T - C

AS600L AA800 - C

AS600+3 AA1000 - C

AS600+4NR w/EZ top AA1200 - C

AS750 - F, C AA1500 - C

AS800 - F AA1500T

AS800L

AS1000 - F, C

AS1100L

AS1200 - F

AS1500 - F, C

Effluent Pump Mfg Model Flow rate

Hydromatic HE Series 10-30

Blaster EB Series 6-28

Zoner Mfg Model Unit

Krain 4000 Spray

Spray Head Model

Krain 11003

RCW

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 25 to 75 psi.  Max # is calculated based on 20 gpm flow rate.

Treatment Make
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Low Angle Radius Max # in/hr

1 22-28 16-10 0.24-0.28

3 29-37 6-5 0.28-0.34

4 31-38 5-4 0.31-0.34

6 38-44 3-2 0.43-0.44

Drip Tubing Mfg

Geoflow WF16-4-24 Classic

Geoflow WFPC16-4-24

Netafim 0.62

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

ITT Goulds 20EB05 Geoflow APE 100 210

ITT Goulds 20EB10 Geoflow APE 100 210

ITT Goulds 20EB05 Geoflow APE 100 210

ITT Goulds 20EB10 Geoflow APE 100 210

ITT Goulds 20EB05 Geoflow APE 100 300

ITT Goulds 20EB10 Geoflow APE 100 300

ITT Goulds 20EB05 Geoflow APE 100 300

ITT Goulds 20EB10 Geoflow APE 100 300

Certified Mfg

Enviro-Flo, Inc Enviro-Flo Nuwater

E500F NuWater 500 B-C

E500-M NuWater 550 B-C

E600-M NuWater 600 B-C

E700-M NuWater 750 B-C

E-500 NuWater 800 B-C

E-500P NuWater 1000 B-C

E-550 NuWater 1500 B-C

E-600 NuWater 500 B-S

E-750 NuWater 550 B-S

E-1000 NuWater 600 B-S

E-1500 NuWater 750 B-S

NuWater 1000 B-S

NuWater 1500 B-S

NuWater 550-PC-400PT

NuWater 600-PC-400PT

Effluent Pump Mfg Model Flow rate

Franklin WE Series 10-30

Sta-Rite D Series 10-30

Zoner Mfg Model Unit

Krain 4000 Spray

Spray Head Model

Rain Bird 2045A Maxi-Paw

SAM/SAM-NP

NP

Note:  Radius and in/hr are based on a pressure range of 30 to 70 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 20 gpm flow rate.

Treatment Make

Treatment Model
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Nozzle Radius Max # in/hr

6 37-38 7-10 .14-.18

7 32-41 5-9 .20-.20

8 35-42 4-7 .22-.23

10 38-44 3-5 .28-.32

12 39-45 2-3 .35-.40

Low Angle Radius Max # in/hr

7 22-25 8-13 .30-.37

10 25-32 3-5 .51-.52

Drip Tubing Mfg

Netafim

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

Sta-Rite 20DOM API IEN-150 3000/zone

Franklin 30FEOSP4

Certified Mfg

Hoot Systems, LLC LA H-A

ANR-450 H-500A

LA-500 H-600A

LA-500S H-750A

LA-1000 H-1000A

LA-1000S

Effluent Pump Mfg Model Flow rate

Starite D series 10-30

Franklin E Series 10-30

Blaster EB Series 6-28

Zoner Mfg Model Unit

Krain 4000 Spray

Krain 6000 ATS

Spray Head Model

Krain 11003

RCW

Nozzle Radius Max # in/hr

0.5 28-30 40-25 0.06-0.09

0.75 29-32 28-20 0.08-0.09

1 32-35 15-11 0.12-0.14

2 37-43 8-6 0.15-0.17

2.5 38-41 8-5 0.17-0.20

3 38-42 5-4 0.24-0.27

4 43-49 4-3 0.23-0.25

6 45-49 3-2 0.26-0.28

8 42-50 2 0.38-0.44

Treatment Make

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 30 to 70 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 20 gpm flow rate.
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Low Angle Radius Max # in/hr

1 22-28 16-10 0.24-0.28

3 29-37 6-5 0.28-0.34

4 31-38 5-4 0.31-0.34

6 38-44 3-2 0.43-0.44

Drip Tubing Mfg

Netafim

Effluent Pump Mfg Model Filter Mfg Model Max Run Length

Goulds 20EB Hoot Res/Auto 2000/zone

Franklin E series 20 gpm Hoot Res/Auto 2000/zone

Certified Mfg Treatment Make

Jet, Inc J Series

500 1000

600 1250

750 1500

800

Effluent Pump Mfg Model Flowrate

Red Jacket E518 18

Effluent Filter Mfg Model

GEOFLOW Vortex AP4E-1F

Vortex AP4E-1.5F

Zoner Mfg Model Unit

Krain 4000 Spray

Spray Head Model

Krain RCW

Nozzle Radius Max # in/hr

Certified Mfg Treatment Make

National Wastewater Systems, Inc Solar Air

Treatment Model

SA 500

SA 800

Effluent Pump Mfg Effluent Pump Model Flow rate

Franklin Electric E Series 20

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 30 to 60 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 18 gpm flow rate.

Note:  Radius and in/hr are based on a pressure range of 30 to 70 psi with manufacturer recommending 40 psi as optimum.  Max # is calculated 

based on 20 gpm flow rate.
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION
Sprayer Mfg Sprayer Model

Rain Bird Maxi Paw 2045

Nozzle Radius Max # in/hr

6 37-38 7-10 .14-.17

7 32-41 5-9 .19-.2

8 35-42 7-4 .22-.23

10 38-44 4-3 .28-.32

12 39-45 3-2 .35-.40

Low Angle Radius Max # in/hr

7 22 8-10 0.3-0.37

10 25 3-5 0.51-0.53

Hunter I - 20

Blue Radius Max # in/hr

1 30-32 19-15 0.1-.12

1.5 32-34 16-11 .12-.15

2 34-38 12-9 .13-.14

3 36-42 10-6 .15-.18

3.5 36-42 7-5 0.2

4 37-44 6-4 .22-.23

6 35-44 4-3 .33-.3

8 41-47 3-2 .35-.36

Low Angle Radius Max # in/hr

2 25-30 8-12 0.13

2.5 27-35 6-9 .12-.14

3.5 29-37 5-7 .13-.16

4.5 31-38 4-5 .16-.17

18' Radius Radius Max # in/hr

0.5 17-19 35-55 .06-.08

1 17-19 36-51 .13-.15

2 17-19 9-14 .23-.30

25' Radius Radius Max # in/hr

0.75 23-26 24-34 0.06

1.5 23-26 12-18 .1-.12

3 23-26 6-8 .22-.23

High Flow Radius Max # in/hr

10 42-47 1-2 .53-.57

13 43-47 1 .65-.75

6.0 LA 31-39 3-4 .40-.42

8.0 LA 37-41 2 .47-.52

Certified Mfg

Norwalk Wastewater Equipment Co Singulair Singulair Green

Note:  Radius and in/hr are based on a pressure range of 25 to 60 psi .  Max # is calculated based on 20 gpm flow rate.

Treatment Make
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CERTIFIED MANUFACTURERS - SPRAY AND DRIP IRRIGATION

960-500 960-500

960-600 960-600

960-750

960-1000

960-1250

960-1500

Effluent Pump Mfg Model Flow rate

Starite 20Domo5121 20

Franklin E Series

Filter Mfg Model

Sandscreen

Zoner Mfg Model

Rain Bird DV/DVF Series

Connector Mfg Model

Orbit Pro Flexx Pipe

LJD Funny Pipe

Spray Head Model

Rain Bird Maxi Paw 2045A

Nozzle Radius Max # in/hr

8 35 7 0.22

38 6 0.22

40 5 0.22

41 4 0.23

42 4 0.23

Treatment Model

Note:  Radius and in/hr are based on a pressure range of 25 to 60 psi .  Max # is calculated based on 20 gpm flow rate.
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